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THIS PROJECT INVOLVES THE INSTALLATION OF LED COUNTDOWN PEDESTRIAN SIGNAL HEADS,
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CROYDON ROAD. AND ALTERNATE PEDESTRIAN PHASES FOR BOTH EAST LEGS AND THE WEST LEG _ S -
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BASE MOUNTED CABINET SHALL REMAIN. TWO 2-WIRE APS CENTRAL CONTROL UNITS SHALL BE - RN
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APS WILL FUNCTION AS FOLLOWS: GENERAL NOTES FQUIPMENT LIST “"A.B & C”
TO CROSS LIBFERTY ROAD AT CROYDON ROAD: ‘ A. EQUIPMENT TO BE SUPPLIED BY THE SHA
1. THE CONTRACTOR SHALL VERIFY ALL PROPOSED POLE LOCATIONS
A. WHEN PEDESTRIAN LOCATES AND PRESSES PUSHBUTTON FOR AN EXTENDED ?ﬁéUENg?NéggTéE%égéDTNS$kth$%ggIDNS SHALL BE APPROVED BY B. EQUIPMENT TO BE FURNISHED AND/OR INSTALLED BY THE CONTRACTOR.
TIME. THE PUSHBUTTON UNIT MESSAGE WILL BE “WAIT TO CROSS LIBERTY ' CROYDON RD BUCK INGHAM RD
AT CROYDON. WAIT.” 2. THE CONTRACTOR SHALL BE RESPONSIBLE FOR TERMINATING ALL [TEM NO. DESCRIPTION UNTT QUANTITY QUANTITY
| STGNAL CABLE TO THE APPROPRIATE TERMINALS AND PROPERLY 203030  TEST PIT EXCAVATION CY ? 2
B. WHEN WALK PHASE BEGINS, THE MESSAGE WILL BE A RAPID TICK WHICH LABELING EACH CABLE. 585621 12 INCH WHITE PREFORMED THERMOPLASTIC PAVEMENT MARKING LINES LF 455 215
WILL LAST FOR THE DURATION OF THE WALK PHASE. 585625 24 INCH WHITE PREFORMED THERMOPLASTIC PAVEMENT MARKING LINES LF 115 95
3. AbL QNNOED CABLE SHALL BE REMOVED AND DISPOSED OF BY 800000 16 INCH LED COUNTDOWN PEDESTRIAN SIGNAL HEAD £A : 4
TO CROSS L IBERTY ROAD AT BUCKINGHAM ROAD: ' 800000 100 AMP EMBEDDED METERED SERVICE PEDESTAL EA i -
4. UNDERGROUND UTILITIES SHOWN QN THESE PLANS ARE SCHEMATIC 800000  2-WIRE APS CENTRAL CONTROL UNIT EA 1 1
A. WHEN PEDESTRIAN LOCATES AND PRESSES PUSHBUTTON FOR AN EXTENDED ONLY AND MAY NOT BE COMPLETE. THE CONTRACTOR SHALL BE 800000  AUDIBLE / TACTILE PEDESTRIAN PUSHBUTTON STATION & SIGN EA 8 4
TIME. THE PUSHBUTTON UNIT MESSAGE WILL BE “WAIT TO CROSS LIBERTY RESPUNSIBLE FOR NOTIFYING “MISS UTILITY PRIOR TO 800000  DISCONNECT, PULLBACK & REROUTE CABLES LF 230 -
y CONSTRUCTION SO THAT ALL UTILITIES MAY BE LOCATED IN THE i
AT BUCKINGHAMa WAIT- FIELD_ IF THE CONTRACTOR PERCEIVES THAT A CONFLICT BETWEEN BOOODO RE_AIM EXISTING VIDEO DETECTIDN CAMERAS EA 3 2
THE UTILITIES AND THE TRAFFIC SIGNAL WILL OCCUR, THE 800000 REMOVE AND DISPOSAL OF EXISTING SIGNAL EQUIPMENT LS 1 1
B. WHEN WALK PHASE BEGINS., THE MESSAGE WILL BE A RAPID TICK WHICH CONTRACTOR SHALL NOTIFY THE PROJECT ENGINEER IMMEDIATELY 800000  SHEET ALUMINUM PEDESTRIAN EDUCATION SIGN, R10-3(1} 9“x15" & EA 8 4
WILL LAST FOR THE DURATION OF THE WALK PHASE. SO THAT THE CONFLICT MAY BE RESOLVED. ‘ MOUNT ING HARDWARE
| . 800000  ADJUST EXISTING HANDHOLE., AND REPLACE FRAME AND COVER EA 5 2
TO CROSS CROYDON ROAD AT LIBERTY ROAD: > @%%Hpg?ﬁi[AéIEE%EEQTéSEDEQPS SHALL BE INSTALLED FLUSH 801004  CONCRETE FOR SIGNAL FOUNDATION cy 5 1
802501  NO. 6 AWG STRANDED BARE COPPER GROUND WIRE LF 90 50
A. WHEN PEDESTRIAN LOCATES AND PRESSES PUSHBUTTON FOR AN EXTENDED 6. ACCESSIBLE PEDESTRIAN CONTROL EQUIPMENT SHALL BE DELIVERED 805115 3 INCH SCHEDULE 80 RIGID PVC CONDUIT - BORED LF - 20
TIME. THE PUSHBUTTON UNIT MESSAGE WILL BE “WAIT TO CROSS CROYDON TO THE SHA SIGNAL SHOP FOR TESTING AND PROGRAMMING PRIOR TO 805118 4 INCH SCHEDULE 80 RIGID PVC CONDUIT - BORED LF - 165
AT LIBERTY. WAIT.” | %gsgéékg§§g¥é CONTACT MR. EDWARD RODENHIZER AT 410-787-7652 805125 2 INCH SCHEDULE 80 RIGID PVC CONDUIT - TRENCHED LF 85 55
‘ 805135 3 INCH SCHEDULE 80 RIGID PVC CONDUIT — TRENCHED LF 70 155
B. WHEN WALK PHASE BEGINS, THE MESSAGE WILL BE A RAPID TICK WHICH 7. LOCATION OF ACCESSIBLF PEDESTRIAN SIGNAL PUSHBUTTONS MUST 805140 4 INCH SCHEDULE 80 RIGID PVC CONDUIT — TRENCHED LF 20 -
WILL LAST FOR THE DURATION OF THE WALK PHASE. MEET LOCATION REQUIREMENTS OF MUTCD SECTION 4E.09 AND 805150 3 INCH SCHEDULE 80 RIGID PVC CONDUIT - SLOTTED LF 40 70
FIGURE 4E.2 AND THE NCHRP PUBLICATION, “ACCESSIBLE 810601  NONINVASIVE DETECTOR, 500 FOOT LEAD IN CABLE EA 2 -
TO CROSS BUCKINGHAM ROAD AT LIBERTY: PEDESTRIAN SIGNALS: GUIDE TO BEST PRACTICE. ' IF NOT MET, 810605  NONINVASIVE DETECTOR, 1000 FOOT LEAD IN CABLE EA - ?
THE CONTRACTOR 1S TQO STOP WORK ON PUSHBUTTON LOCATIONS
UNTIL A DESIGN WAIVER IS OBTAINED., APPROVED BY THE DIRECTOR, 811001 FURNISH AND INSTALL ELECTRICAL HANDHOLE oA 2 4
A. WHEN PEDESTRIAN LOCATES AND PRESSES PUSHBUTTON FOR AN EXTENDED OFFICE OF TRAFFIC AND SAFETY. 818004 10 FOOT BREAKAWAY PEDESTAL POLE EA 8 4
TIME, THE PUSHBUTTON UNIT MESSAGE WILL BE “WAIT TO CROSS 832017  CABLE — 1 CONDUCTOR, NO 4 AWG. TYPE USE. 600V LF 45 -
BUCKINGHAM AT LIBERTY., WAIT.” 8. ggSinggggg ?BEAT%HEELESg?QEgESgH¥HéTngEYTEAH ?%”Aggé%AlED 837001  GROUND ROD — 3/4 INCH DIAMETER X 10 FOODT LENGTH EA 3 -
), > A A 861105  ELECTRICAL CABLE ~ 2 CONDUCTOR (NO. 14 AWG) LF 890 2315
B. WHEN WALK PHASE BEGINS. THE MESSAGE WILL BE A RAPID TICK WHICH 60" X 607 LEVEL LANDING AREA WITH A CROSS SLOPE OF LESS THAN 861107  ELECTRICAL CABLE - 5 CONDUCTOR (NO. 14 AWG) - LF 930 2335
WILL LAST FOR THE DURATION OF THE WALK PHASE.
- 9. THE 10’ SEPARATION BETWEEN PUSHBUTTONS IS TO BE MEASURED C. ALL MATERIALS TO BE REMOVED BY THE CONTRACTOR SHALL BECOME THE PROPERTY DF THE CONTRACTOR.
FROM FACE OF PUSHBUTTON TO FACE OF PUSHBUTTON. NOT CENTER
CONTACT PERSONS FOR DISTRICT #4 ARE AS FOLLOWS: OF POLE TD CENTER OF POLE.
MS. ERIN KULN 10. PUSHBUTTON ARRCOWS AND SIGNS ARE TOQ BE ORIENTED PARALLEL TO
es 1S TANT DISTRICT ENGINEER — TRAFFIC THE CROSSING FOR WHICH THEY ARE INTENDED.
PHONE: (4103 229-2381 | 11. THE CONTRACTOR SHALL CAP AND ABANDON CONDUIT FEEDING SIGNAL STATE or MLAND
MR. ANDRE FUTRELL EQUIPMENT THAT 1S REMOVED. DEPARTMENT OF TRANSPORTATION
- STATE HIGHWAY ADMINISTRATION
fz?é?ngg_gég1RICT ENGINEER — MAINTENANCE 12. IN LOCATIONS WHERE SLOTTED CONDUIT 1S SPECIFIED, BORED
EO@?HIT MAY BE USED AS AN ALTERNATE. AS APPRQOVED BY THE 1R$g§g§§;§mgﬁ¥%gﬁgg®ON
- NGINEER. HOWEVER. NO ADDITIONAL COMPENSATION WILL BE
ASSISTANT DISTRICT ENGINEER — CONSTRUCTION PROVIDED TO THE CONTRACTOR. MD 2o (LIBERTY RDJ AT CRUYDUN RO AND
(410) 229-2421 MD 26 (LIBERTY RD) AT BUCKINGHAM RD
LOCHEARN, MARYLAND
CONTACT PERSONS FOR DOTS ARE AS FOLLOWS: REVISIONS GENERAL INFORMATION SHEET
| ' | SCALE NONE DATE AUGUST 2012.  CONTRACT NO. BA5965177
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